OPERATOR’S MANUAL 


P30 SERIES 


HECKLER & KOCH 


ALL MODELS AND CALIBERS 


SAFETY RULES: 

Read this entire operator’s manual carefully and thoroughly before using, handling or loading 
your firearm. The warnings and instructions in this operator’s manual are important. Firearm 
safety is your responsibility. DO NOT use this firearm if you DO NOT fully understand the 
warnings and instructions in this operator’s manual. Firearms can be dangerous if not 
handled properly or safely. Failure to follow the warnings and instructions in this operator’s 
manual, or the improper use of this firearm, may result in serious injury or death, damage to 
the firearm, or other damage to property. 


1. 
2. 
3. 


NEVER point a firearm in any direction other than a SAFE direction, e.g., down range. 

Treat all firearms as if they are ALWAYS loaded. 

Keep your finger off the trigger and outside of the trigger guard until your sights are aligned 
on the target and you are ready to fire. 

Keep your finger off the trigger and outside of the trigger guard while loading or unloading 
the firearm. 

Keep your finger off the trigger and outside of the trigger guard while pulling the firearm out 
of the holster or while returning it to the holster. 

Be sure of your target and the backstop beyond. 

NEVER give a firearm to or take a firearm from anyone unless the action is open and the 
magazine and chamber are free of any ammunition or brass. 

Be sure that the ammunition you are using is factory loaded, is of the correct caliber for the 
firearm in which it is to be used, and that it is not damaged in any way. 

Before firing, remove the magazine from the firearm, lock the action open, make sure the 
chamber is clear of any ammunition or brass, and check the barrel of the unloaded firearm 
for any possible obstructions. 

Before firing any firearm that is unfamiliar to you, make sure that you understand exactly 
how it functions. A lack of familiarity with the firearm can result in serious injury or death, 
damage to the firearm or other damage to property. Attend a certified training course on 
any firearm which you intend to use or with which you are not sufficiently familiar. 
ALWAYS wear hearing and eye protection when using your firearm. 

Keep all body parts, including the hands and fingers, away from the muzzle to avoid injury 
or burns. 

Be sure that no part of either hand touches or interferes with the slide. The slide is moved 
backward by the recoil force of the pistol during firing and may cause serious injury. 
Firearms should be locked and stored separately from ammunition and beyond the reach 
of children and/or any unauthorized individuals. 

Alcohol or drugs should NEVER be used before or during use or handling of a firearm. 

If or when you are taking medication, ALWAYS seeks a doctor’s advice to be sure you can 
use and handle your firearm properly and safely. 

NEVER alter or modify your firearm because alterations or modifications may impair the 
use of the firearm, including malfunctions or dangerous conditions. 

Discharging firearms in poorly ventilated areas, cleaning firearms, or handling ammuni 
tion may result in exposure to lead; a substance known to be associated with birth 
defects, reproductive harm and other serious injury. Always have adequate ventilation. 
Wash hands thoroughly after exposure. 


STOP! Know how to clear this pistol before attempting to operate. 
Clearing procedures can be found on page 13. 


4 WARNING: Not all HK products are available to all U.S. states. Please check local laws and 
regulations before ordering. Heckler & Koch does not warrant that a person may legally purchase, 
possess, or carry specific items according to federal, state, or local laws. 


4 WARNING: READ THE INSTRUCTIONS AND WARNINGS IN THIS OPERATOR’S MANUAL CAREFULLY 
BEFORE USING OR HANDLING THIS FIREARM. A firearm has the capability of taking your life or the 
life of someone else! Be extremely careful with your firearm. An accident can occur at any time and is 


almost always the result of not following basic safety rules. 
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A DO NOT DISCARD THIS OPERATOR’S MANUAL. This Operator’s Manual should be kept with this 
firearm and be transferred with this firearm if there is a change in ownership or it is presented to 


another person. 
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Firearms Service Record 


SECTION 1 NOMENCLATURE 


Figure 1 — P30 (right side view) 


1 Rear sight 6 Trigger guard 

2 Slide release, right 7 Frame 

3 Extractor 8 Grip panel, right 

4 Barrel 9 Serial number 

5 Front sight 10 Lanyard loop (except on P30SK) 


Control surface on the 
barrel shoulder 
Chamber 

Firing pin 

Firing pin safety 
Hammer 

Hammer catch 


Cocking piece 
Control surface of the 
recoil spring guide rod 
Recoil spring 
10 Stop sleeve 
(Recoil Bushing) 


Figure 2 — P30 Cutaway (left side view, P30 LEM variant shown) 


Figure 3 — P3OL (left side view) 


1 Slide 8 Magazine 

2 Disassembly notch 9 Magazine release 

3 Slide release, left 10 Trigger 

4 Hammer 11 Picatinny-rail 

5 Decocker (Variant 3) 12 Follower 

6 Backstrap 13 Magazine lips/body 


7 Grip panel, left 


Figure 4 — P30SK LEM, P30 LEM, P3OL LEM (left side view) 


Figure 5 — P30SK, P30, P3OL (left side view) 
V3 DA/SA with decocker on rear of frame 


Figure 6 — P30SKS, P30S, L30LS (left side view) 
V3 with Safety Levers shown in the “SAFE” positions 
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Figure 7 — P30 Assembly Groups (current variant configurations) 


1 Slide 3 Frame 
2 Barrel with recoil assembly 4 Magazine 


SECTION 2 SPECIFICATIONS 


P30 

Caliber 9mm x 19 Luger -40 S&W 

Operating Principle Short recoil, modified Short recoil, modified 
Action Type Browning type, linkless Browning type, linkless 
Sights Open rectangular notch rear sight same as 9mm model 


Total Length 
Barrel Length 
Barrel Profile 
Sight Radius 
Twist Length 


with high contrast front sight 
(not radioactive) 

181 mm (7.13 in.) 

98 mm (3.86 in.) 

Six-sided polygonal 

148.5 mm (5.85 in.) 

250 mm (9.84 in.) 


Overall Height (with magazine inserted) 
Overall Width 

Weight (with empty magazine) 

Weight of empty magazine 


138 mm (5.43 in.) 
34.8 mm (1.37 in.) 
739 grams (26.07 02.) 
93 grams (3.28 oz.) 


same as 9 mm model 


Magazine Capacity 
Safety Features 


20, 17, 15 or 10 rounds 10 or 13 rounds (.40 S&W) 
Ambidextrous Safety Levers (P30S Variants), Decocking Lever 

(DA/SA V3 Variants), Disconnector (All Variants), Firing Pin Block 

(All Variants), Firing Pin Spring (All Variants), Drop Safety (All Variants), 
Lock Out Device (All Variants) 


Variant 1 (V1) 
Variant 2 (V2) 
Variant 3 (V3) 


Light trigger pull, Law Enforcement Modification (LEM) enhanced DAO 
Standard trigger pull, Law Enforcement Modification (LEM) enhanced DAO 
Double Action/Single Action (DA/SA) with Decocker 


P30S specifications approximately the same except for additional width 
(38.46 mm /1.51 in.) and weight (790 grams /27.87 oz.) 


P30L 

Caliber 9mm x 19 Luger .40 S&W 

Operating Principle Short recoil, modified Short recoil, modified 
Action Type Browning type, linkless Browning type, linkless 
Sights Open rectangular notch rear sight same as 9mm model 


Total Length 
Barrel Length 
Barrel Profile 
Sight Radius 
Twist Length 


with high contrast front sight 
(not radioactive) 

196 mm (7.72 in.) 

113 mm (4.45 in.) 

Six-sided polygonal 

163 mm (6.42 in.) 

250 mm (9.84 in.) 


Overall Height (with magazine inserted) 
Overall Width 

Weight (with empty magazine) 

Weight of empty magazine 


138 mm (5.43 in.) 
34.8 mm (1.37 in.) 
780 grams (27.51 02.) 
93 grams (3.28 oz.) 


same as 9mm model 


Magazine Capacity 
Safety Features 


20, 17, 15 or 10 rounds 10 or 13 rounds (.40 S&W) 
Ambidextrous Safety Levers (P30LS Variants), Decocking Lever 
(DA/SA V3 Variants), Disconnector (All Variants), Firing Pin Block (All 
Variants), Firing Pin Spring (All Variants), Drop Safety (All Variants), 
Lock Out Device (All Variants) 


Variant 1 (V1) 
Variant 2 (V2) 
Variant 3 (V3) 


Light trigger pull, Law Enforcement Modification (LEM) enhanced DAO 
Standard trigger pull, Law Enforcement Modification (LEM) enhanced DAO 
Double Action/Single Action (DA/SA) with Decocker 


P30LS specifications approximately the same except for additional 
width (38.46 mm / 1.51 in.) and weight (830 grams /29.28 02.) 


P30SK 


Caliber 9mm x19 Luger 

Operating Principle Short recoil, modified 

Action Type Browning type, linkless 

Sights Open rectangular notch rear sight 
with high contrast front sight 
(not radioactive) 

Total Length 163 mm (6.42 in.) 


Barrel Length 
Barrel Profile 
Sight Radius 
Twist Length 


83 mm (3.27 in.) 
Six-sided polygonal 
136 mm (5.35 in.) 
250 mm (9.84 in.) 


Overall Height (with magazine inserted) 
Overall Width 

Weight (with empty magazine) 

Weight of empty magazine 


116 mm (4.57 in.) 
34.8 mm (1.37 in.) 
680 grams (23.99 02z.) 
82 grams (2.89 oz.) 


Magazine Capacity 
Safety Features 


20, 17, 15, 13 or 10 rounds 

Ambidextrous Safety Levers (P30SKS Variants), Decocking Lever 
(DA/SA V3 Variants), Disconnector (All Variants), Firing Pin Block (All 
Variants), Firing Pin Spring (All Variants), Drop Safety (All Variants), 
Lock Out Device (All Variants) 


Variant 1 (V1) 
Variant 2 (V2) 
Variant 3 (V3) 


Trigger Pull (all models) 


Variant 1 (V1) 
Variant 2 (V2) 
Variant 3 (V3) 


Light trigger pull, Law Enforcement Modification (LEM) enhanced DAO 
Standard trigger pull, Law Enforcement Modification (LEM) enhanced DAO 
Double Action/Single Action (DA/SA) with Decocker 


P30SKS specifications approximately the same except for additional 
width (38.46 mm / 1.51 in.) and weight (708 grams 24.97 oz.) 


Newtons (approx.) Pounds (approx.) 

18N-27N 4.05 - 6.07 

27N-35N 6.07 - 7.89 

18 N - 27 N (56N after decock) 4.05 - 6.07 (12.59 after decock) 


SECTION 3 FUNCTION AND OPERATION 


CYCLE OF OPERATION 

The cycle of operation is a reoccurring sequence of mechanical events which takes place in 
the operation of a self-loading firearm. The sequence for the P30 pistol begins with a loaded 
magazine inserted into the magazine well with the slide locked back to the rear. 


1. Feeding: Removal of a round from the magazine 

Depressing either side of the ambidextrous slide release or pulling slightly back on the slide 
serrations allows the recoil spring to expand, driving the slide forward. The feed pawl, an 
extrusion that is located on the bottom of the slide, passes between the feed lips of the 
magazine housing, striking the top cartridge, and pushing it towards the chamber. The bullet 
then contacts the barrel feed ramp, allowing the base of the cartridge to pivot upwards on the 
slide breech face. 


2. Chambering: Placing and seating the round into the chamber of the barrel 

The recoil spring continues to expand, driving the slide forward and the slide positions the 
cartridge into the chamber. The base of the cartridge continues to pivot upwards as the slide 
mounted extractor engages the cartridge extractor rim. Chambering is complete by the time the 
barrel starts to move when the slide comes in contact with the back of the barrel locking block 
and starts to pivot the barrel upwards and forward. 


3. Locking: Closing and locking of the breech mechanism prior to the shot 

As the slide is moving forward, the slide breech face contacts the extension on the back of the 
barrel locking block and thus pivots the barrel upward until the stepped forward edge of the 
barrel locking block engages the forward edge of ejection port. As the slide locks into position, 
the frame mounted disconnector is allowed to pivot upwards into a corresponding relief cut 
milled on the inside of the slide, thus allowing the trigger bar access to the sear release catch. 
The locking phase is complete when the slide reaches its limit of forward travel. 


4. Firing: Ignition of the cartridge primer and propellant 

As the operator pulls the trigger, the trigger bar moves forward and contacts the control lever. 
The front of the control lever pivots upwards on the sear axle, allowing the tip of the control 
lever to depress the firing pin safety on the slide. The hammer catch, mounted on side of the 
control lever, pivots upwards as well. The hook on the bottom of the hammer catch engages 
the roll pin on the bottom of the sear, thus disengaging the hammer (DA/SA variant) or cocking 
piece (LEM variant) from the sear and allowing the hammer strut spring to pivot the hammer 
forward with enough energy to strike the firing pin and overcome the force of the firing pin 
spring. The tip of the firing pin then contacts and dents the primer. The primer detonates 
which, in turn, ignites the propellant. The projectile, separated from the cartridge case, is 
forced down the barrel by the expanding gases and is stabilized by the polygonal rifling located 
inside the barrel. 


5. Unlocking: Removal of any blocking mechanism to allow the opening of the breech 

The resultant force of the cartridge firing produces an impact on the slide and barrel, initially 
pushing both the slide and barrel back in unison. The slide ejection port pushes back on 

the barrel locking block and after approximately 3.9 millimeters of travel, the barrel pivots 
downward until the barrel angular locking surface engages the contact surface on the recoil 
spring guide rod. 


6. Extracting: Removal of the fired cartridge case or live round from the chamber 
With the barrel now retained by the locking block, the slide continues to move towards the rear. 
The extractor pulls the fired cartridge case or live round from the chamber. 


7. Ejecting: Expulsion of the fired cartridge case or live round from the firearm 
The extractor engages the cartridge case extractor rim as the slide travels to the rear. The 
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extractor creates a pivot and the frame mounted ejector creates a contact point. As the slide 
rakes the cartridge case against the ejector, the ejector to pushes the cartridge case out 
through the ejection port. 


8. Cocking: Accomplished when the slide rotates the hammer rearward. 

The hammer (V3) or cocking piece (V1/2) rotates on the hammer axle until engaged by the sear. 
A frame mounted leaf spring applies pressure to the sear forcing it to connect with the hammer 
or cocking piece. 


SAFETY FEATURES — The P30 Series incorporates the following safety features: 


1. Ambidextrous Safety Levers (P30S, P30LS, & P30SKS Variants) 

When activated, the ambidextrous safety levers block the upward movement of the working 
parts and prevent the weapon from firing. When set on “safe” (Figure 8), the hammer axle, 
attached to the right-hand safety lever, blocks the upward movement of the control lever. With 
the movement of the control lever blocked, the hammer catch is unable to pivot upwards and 
push off the roll pin mounted on the bottom of the sear. The sear is then unable to disengage 
from the hammer and the hammer is therefore unable to strike the firing pin. When set on “fire” 
(Figure 9), an angled portion of the hammer axle pivots and allows the hook on the back of the 
control lever to pivot downwards while simultaneously moving the hammer catch. The hammer 
catch disengages the roll pin at the bottom of the sear and sear separates from the hammer, 
allowing the hammer strut spring to propel the hammer upwards to strike the firing pin. 


Y 


Figure 8 Figure 9 
Safety lever on (engaged) Safety lever in FIRE position 


2. Decocking Lever (DA/SA V3 Variants) 

The decocking lever allows the operator to safely reposition the hammer from the single action 
mode to the double action mode. The decocking lever, which extends out the back of the 
frame, is affixed directly to the sear. Pushing the decocking lever disengages the sear from the 
hammer. The hammer, upon being released from the sear, swings upward until it is blocked by 
the back of hammer catch. 


3. Disconnector (All Variants) 

The disconnector ensures the weapon will fire only when the slide is completely in battery. 
When the slide is out of battery, the solid portion of the bottom of the slide presses down on 
the disconnector, overcoming the force of the trigger bar detent and spring. The lug on the 

back of the trigger bar is then taken out of engagement with the control lever and hammer, 
precluding the weapon from firing. When the slide is completely in battery, the trigger bar 
detent and spring press upward on the trigger bar allowing the lug on the back of the trigger bar 
to engage the control lever and hammer. A relief cut, located on the bottom of the slide, allows 
the top of the disconnector to pivot upwards. This action allows the trigger bar to engage and 
move the control lever upwards when the trigger is pulled and initiate the firing sequence. 
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4. Firing Pin Safety (All Variants) 

The firing pin safety ensures that the firing pin is held stationary unless the trigger is pulled. It 
helps prevent accidental discharge if the firearm is dropped or mishandled. When the trigger 

is pulled, the trigger bar moves forward. A lug on the back of the trigger bar pivots the control 
lever upwards. The tip of the lever engages the bottom of the firing pin safety, located on the 
bottom of the slide, and overcomes the force of the firing pin safety spring. The firing pin safety 
is pushed upwards into the slide, allowing the firing pin to be pushed forward when struck by 
the hammer. If the trigger is not pulled, the firing pin safety spring pushes down on the firing 
pin safety, which in turn, prevents the forward movement of the firing pin. 


5. Firing Pin Spring (All Variants) 

The spring constantly presses upon the firing pin to help eliminate the possibility of the firing 
pin striking the primer when the slide goes into battery, either by chambering the first round or 
by subsequently shooting the firearm. Pulling the trigger releases the hammer, which swings 
forward with enough energy to overcome the force of the firing pin spring when striking the 
back of the firing pin. 


6. Drop Safety (All Variants) 

The drop safety tang on the back of the hammer catch blocks the forward movement of the 
hammer unless the trigger is pulled. When the trigger is pulled, the trigger bar moves forward 
and pivots the control lever and the hammer catch. As the hammer catch pivots, the sear 
releases the hammer (DA/SA variants) or the cocking piece (LEM variants), allowing the 
hammer to swing forward and strike the back of the firing pin. As the hammer catch pivots, the 
tang pivots downward into a relief cut on the right-hand side of the hammer. When the trigger 
is not pulled or the decocking lever is pushed forward, the tang on the hammer catch rides 
above the relief cut on the hammer, thus blocking the hammer from striking the firing pin. 


7. Lock Out Device (All Variants) 

When activated, the lock out device blocks the downward movement of the hammer strut 
which then precludes the forward movement of the hammer. The lock out device is mounted 
in the grip insert. The lock out device feature is engaged by inserting the two pronged key into 
the insert and rotating the gun lock clockwise. This action pivots the gun lock and blocks the 
downward movement of the hammer strut. With hammer strut frozen by the lock out device, 
the hammer is unable to cock, and the trigger bar is unable to move forward. When the lock 
out device feature is disengaged, a channel in the gun lock allows the hammer strut to pivot 
downward when the slide passes over the hammer or when the trigger is pulled. 


4 WARNING: Safety features may not always work properly and are not a substitute for safe and 
proper firearm use and handling. 


SECTION 4 INSTRUCTIONS FOR USE 


CLEARING PROCEDURE 
1. Set the Safety Lever to safe. (if applicable) Ensure the safety lever is engaged. 


2. Point the muzzle of the P30 pistol in a safe direction. Ensure the muzzle of the P30 is 
pointed in a safe direction and that the operator’s finger is off the trigger and outside the 
trigger guard. 


3. Remove the magazine. Depress either side of the ambidextrous magazine release. Remove 
the magazine from the magazine well. 


4. Open and lock the slide to the rear. Grasping the rear serrations, rack the slide to the rear 
while keeping the muzzle pointed in a safe direction. Push upwards on either side of the 
ambidextrous slide release and lock the slide to the rear. Watch for a cartridge or empty case 
to be ejected out through the ejection port. 


Figure 10 — Clearing the P30 pistol 


5. Inspect the chamber. 

Inspect the chamber for the presence of a cartridge or empty case by: 
1. Visually inspecting the chamber through the open ejection port. 
2. Insert a finger through the ejection port and sweep the chamber and feed ramp area. 
3. Removing any cartridges or empty cases from the chamber or from within the P30. 
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4 WARNING: Make sure that the firearm is unloaded and clear before changing backstraps. 


INSTALLATION OF THE BACKSTRAP AND GRIP SIDE PANELS 


1. Using a 2.8 mm (or 7/64”) pin punch, remove the pin holding the backstrap in position. 
Choose the combination of backstrap and grip panels that provide the most comfortable fit 
for the operator (see Figure 11). 


pin 
(clamping sleeve) 


Figure 11 Figure 12 
Installing backstrap Push the grip panels forward 
and grip panels onto the guide rails on the frame 


2. Install the two grooves on the inside of each grip panel onto the corresponding guide rails 
located on the outside of the frame (see Figure 12) and push the panels forward until they 
seat flush into the frame. 


3. Seat the backstrap onto the back of the frame and push upwards until the mounting surface 
for the pin on the backstrap aligns with the mounting surface for the pin on the frame. 


4. Drift the pin into position with a pin punch to capture the backstrap to the frame. 
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AMMUNITION 


4 WARNING: HK specifically disclaims any responsibilities for any damage or injury that 
should occur because of, or as a result of, the use of faulty, remanufactured, or reloaded (hand 
loaded) ammunition, or of cartridges other than those for which the pistol was originally 
chambered for. 


HK P30 pistols are designed to fire quality, factory-loaded ammunition loaded to NATO, SAAMI 
(Sporting Arms and Ammunition Manufacturers’ Institute), or CIP (Permanent International Com- 
mission for the Proof of Small Arms) specifications for use specifically in handguns. 


The following guidelines should be considered when selecting the correct ammunition for your 
pistol: 


BR 


. Be sure the ammunition you have chosen is compatible with your pistol: proper caliber, car- 
tridge, bullet weight, etc. Caliber markings on P30 pistols appear on the barrel locking block, 
visible through the ejection port on the right side of the slide. 


N 


. Prior to loading the magazine and chamber, carefully inspect all cartridges for any abnormali- 
ties, including, but not limited to: 
¢ Cracked, split, dirty, or corroded cases 
¢ Improperly seated projectiles and/or primers 
¢ Damaged projectiles 


Ww 


. Do not attempt to fire a cartridge in which the projectile has been forced back into the case. 
Upon firing, this condition may result in increased chamber pressure above safe limits. 
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. Do not fire ammunition through a pistol that: 

e Is military surplus 

e Is assembled with corrosive primer and/or propellant 

e Is exposed to oil, grease, water or direct sunlight. If possible, remove contaminants 
before use and cool down ammunition exposed to direct sunlight or heat. (Exposure to 
sources of heat could raise the chamber pressure of the cartridge above safe limits). 

e Is loaded specifically for use in submachine guns 

e Is rated as +P+ 


A\ CAUTION: HK firearms are designed to function with high-quality, brass-cased ammunition. Use of 
steel- or aluminum-cased cartridges is not recommended and could adversely affect safe and reliable 
functioning. Use of cast-lead bullets is also not recommended. 


A\ CAUTION: HK handguns are safe for use with new, high-quality U.S. factory ammunition 
manufactured to SAAMI specifications. DO NOT USE +P+ ammunition. Ammunition rated as +P+ 
does not conform to SAAMI specifications and can result in damage to the firearm, serious injury, or 
death. 


FILLING AND EMPTYING THE MAGAZINE 


4 CAUTION: Do not attempt to load more than the prescribed number of cartridges into the 
magazine. Do not alter the shape of the magazine housing, follower or spring. To do so may 
cause stoppages or the magazine may not seat properly in the pistol. 


Filling the Magazine 


Figure 13 — Loading the magazine Figure 14 — Loading the magazine 
(with magazine loader) 


BR 


. Hold the magazine in the non-firing hand with the back side of the magazine resting against 
the palm. 

. Using the firing hand, hold a cartridge between the index finger and thumb with the projectile 
facing the palm. 

. Press the rim of the cartridge down against the forward edge of the magazine follower or on 
the top cartridge already in the magazine. 

. Slide the cartridge back into the magazine under the feed lips. 

. Repeat steps 1-4 until the magazine is full. The viewing holes in the back of the magazine 
allow the operator to confirm the number of cartridges present within the magazine. 


N 
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Emptying the Magazine - Exert pressure with a finger on the rim of the cartridge and push each 
cartridge forward out of the magazine one at a time until the magazine is empty. 


LOADING 


4 WARNING: NEVER forcefully insert a loaded magazine into a pistol. This may cause the pistol slide 
to close, chambering a cartridge and making the pistol ready to fire. When inserting a magazine, 
always be sure the P30 pistol is pointed in a safe direction with your fingers off the trigger and 
outside the trigger guard. Failure to do so could cause you to unintentionally fire the pistol, resulting 
in serious injury, death, or other damage to property. 


Administrative Loading - Used to initially load the pistol before it is to be fired. 


Slide rearward or forward, chamber empty. 

1. Make sure fingers are outside of the trigger guard and the pistol is always pointed in a safe 
direction. 

. Insert magazine - Insert the magazine firmly into the frame. Tug on the magazine floorplate to 
ensure that it is fully seated and engaged. 

. Chamber a cartridge - If the slide is forward, pull it fully to the rear and release it. If the slide 
is rearward, depress either side of the slide release. Do not ride the slide forward. Let it go 
forward from the force of the recoil spring. 


N 
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SIGHTS AND AIMING 

The P30 is equipped with a three-dot sighting system, like those first introduced by HK on 

the P7 series pistol in the 1970s. The sights are adjustable for windage by drifting. Sights are 
installed and aligned by HK technicians at the factory. Figure 17 shows correct sight alignment, 
generally for the P30 series it is a “US Center” hold. Figure 18 shows common sight errors. 


Figure 15— Adjusting front sight Figure 16 — Adjusting rear sight 
by lateral shifting by lateral shifting 


A CAUTION: P30 pistols are test fired for accuracy by ensuring the point of aim equals point of 
impact at 25 meters (27.3 yards) with 124 grain ammunition. Individual results concerning accuracy 
and/or shot placement are affected by such factors as stance, grip, ammunition, and engagement 
range. 


Point of impact centred 


Shooting left Shooting right 
waa 
Shooting high Shooting low 
x 
4 \ 


Shooting low and left Shooting tow and right 
: iD td Oi : x 


Figure 18 - Common sight alignment errors 
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FIRING 


4 WARNING 

1. ALWAYS be sure of your target and what is behind it! A bullet from a pistol travels as far as a mile. 
It can easily penetrate wood, or plasterboard walls, or even a car door. 

2. ALWAYS be sure that your hands and all parts of your body are always kept away from the muzzle 
of your pistol! 

3. Always wear eye and ear protection when firing the pistol. 


1. Acquire the proper sight alignment and sight picture (see Figure 19). 

2. Control breathing. 

3. Gradually squeeze the trigger straight to the rear while attempting to avoid disruption 
to the sight picture and alignment. 

4. Practice good follow-through techniques by maintaining proper sight picture and 
trigger squeeze until after the firearm has discharged and cycled fully. 


Figure 19 — Two-handed grip 
TRIGGER VARIANTS 


P30 Series pistols with a Law Enforcement Modication (LEM) enhanced Double Action Only 
trigger mode (V1 and V2) are partially cocked after a round is chambered or after a round is 
fired. This results in a constant trigger pull (Figure 20). 


P30 models with the Double Action/Single Action (DA/SA) trigger mode (Figure 21) are cocked 
after a round is chambered or after a round is fired. This results in a light trigger pull. If a 
cocked pistol is decocked using the decocking lever, then the trigger pull becomes heavier 
because the weapon has to be fired in Double Action mode on the next round. Alternatively, 
the weapon can also be cocked again manually. 


— Hammer 


without spur with spur 


Figure 20 — LEM firing mode Figure 21 — V3 DA/SA firing mode 
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SELECTION AND USE OF A HOLSTER 
Selection - When selecting a holster for the P30 pistol, it is important to consider the following 
points: 


1. The holster must not make contact with any of the operating controls. This includes the slide 
release, magazine release, and the trigger. The design of the holster must also not actuate 
these controls when the pistol is carried in, drawn from, or returned to the holster. 

2. The holster should not cause the slide to move (unlock) when the pistol is returned to the 

holster. 

. Accommodations must be provided in the holster for any accessories that might be present 

on the pistol. 

. Choose a holster designed specifically for a P30 pistol. Holsters are available for purchase 

at us.hkwebshop.com. A list of holster manufacturers can be found at www.hk-usa.com or by 
contacting HK Customer Service 706-701-5554. 


Ww 
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Returning the pistol to the holster - The P30 pistol must be returned to the holster in a safe man- 
ner, ensuring there is no obstruction or material that could enter the trigger guard. 


4 WARNING: The pistol must never be returned to the holster unless the above procedures 
have been followed or serious injury or death or other damage to property could occur. 


4 WARNING: The firearm is not empty or unloaded until the magazine is removed and the chamber 
is clear. 


STORAGE AND TRANSPORT 
1. Store or transport the pistol and its components clean and lubricated. 
2. Store and transport the pistol without cartridges in the chamber, magazine, or in the storage 
container with magazine removed. 
3. Store and transport the pistol with the slide forward. 
. Clean and lubricate the pistol and its components at least every twelve (12) months 
during storage. 
. HK recommends storage in a climate controlled, room temperature environment. 
. Store the pistol and ammunition separately under lock and key. 


~ 
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SECTION 5 DISASSEMBLY & ASSEMBLY 


DISASSEMBLY 

1. Make sure the pistol is CLEAR. (see Section 4) 

2. With the magazine removed, pull the slide (A) all the way back and hold it there 
(see Figure 22). 

3. Push the slide release (B) upwards to lock slide back. 


Figure 23 — Removing slide from frame by pushing it forward 


4. Hold the pistol so that your thumb covers the rear of the frame and your fingers rest on the 
top of the slide. 

5. Pull slide back and move it to the rear as far as the disassembly position (Figure 23). 

6. Using your free hand, press the slide release axle in from right to left (Figure 23). 

7. Pull the slide release to the left until it reaches the locking position. A red painted area on the 
top of the part will be exposed, indicating the part is in its outermost position. Pull the slide 
forward off the pistol’s frame (Figure 24). 

8. Turn the slide upside down and carefully push the recoil spring forward and out to either the 
left or right side, separating the recoil spring from the barrel and slide (see Figure 25). 

9. Pivot the barrel slightly forward and press upward on the barrel through the ejection port, 
separating the barrel from the slide. 


Note: The left hand slide release is captured by the slide when the pistol is assembled. It 
cannot be completely removed from the frame during field stripping. It is retained by right leg 
of the trigger spring. 


4 WARNING: The firearm is not empty or unloaded until the magazine is removed and the chamber 
is clear. 


Red indicator mark .. = 
on left side slide XS 


release lever 


Figure 24 — Removing the slide Figure 25 — Removing the recoil spring 


ASSEMBLY 
1. Turn the slide upside down and insert the barrel into the slide with the barrel angular cam- 
ming surface facing upwards. 
. Pivot the barrel back towards the rear until the barrel locking block snaps into the slide ejec- 
tion port. 
3. Insert the front of the recoil spring into the tang on the slide that extends above the muzzle. 
4. Push the recoil spring forward into position, compressing the recoil spring, then pivot the 
back of the recoil spring guide rod onto the stepped mounting surface located on the front of 
the barrel camming lug (see Figure 26). Ensure the front of the recoil spring is facing forward 
in the slide. 
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Figure 26 — Reassembling the recoil Figure 27 — Relationship of barrel 
spring onto the barrel and side to recoil spring assembly 


5. Ensure that no magazine is present in the magazine well and that the left slide release is in 
the outward or locked position. 

6. Mount the slide onto the frame, ensuring that the recoil spring is centered underneath the 
barrel, and that the rails on the frame are inserted into the grooves in the bottom of the slide 
(see Figure 28). 


Figure 28 — Mounting the slide on the frame 
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7. Pull slide back as far as the disassembly (notch) position and hold it there. 
8. Press slide release into the frame from the left. 
9. Perform a FUNCTION CHECK (page 26). 


4s CAUTION: It is essential that a function check be performed on the P30 after reassembly to 
ensure that the firearm’s components have been correctly installed. See page 26. 


MAGAZINE DISASSEMBLY 


4 CAUTION: The P30 pistol uses readily available pistol magazines, either 20, 17, 15, or 10-round 
capacity (9 mm) or 13, 10-round capacity (.40 caliber). P30SK models use smaller housing 
magazines but can also be used with the larger capacity magazines, i.e., with the magazine 
extending below the grip frame. 


Figure 29 Figure 30 Figure 31 
17, 15, 13, and 10- Depressing Slide the floorplate 
round magazines locking plate in floorplate forward 


4 CAUTION: Beware of the force exerted by the magazine spring while removing and installing the 
magazine floorplate. 


4 WARNING: Always keep the base of the magazine pointed in a safe direction (away from the face 
and eyes). 


4 WARNING: Ensure the magazine is unloaded and free of ammunition prior to disassembly. 


Disassembly of high-capacity magazines 

. Using a punch, depress the locking plate located in the floorplate and hold it there. (see 
Figure 30). 

. Place a portion of either hand over the base of the magazine to control the release of the 
spring and locking plate. 

. Slowly slide the floorplate forward off the magazine housing (see Figure 31). 

. Gradually allow the locking plate and spring to expand out of the magazine housing (see 
Figure 32). 

. Remove the locking plate, magazine spring, and follower from the magazine housing. 


ry 
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magazine housing 


locking 
plate 


floor plate 


Figure 32 Figure 33 
Removing locking plate and spring 15-round magazine components 


Disassembly of 10-round magazine 

1. Using a punch, depress the locking plate located in the floorplate and hold it there (see 
Figure 34). 

2. Place a portion of either hand over the base of the magazine to control the release of the 
spring and locking plate. 

3. With the locking plate still depressed, squeeze the locking tabs located on the right and left 
sides of the floorplate (see Figure 35). 


Figure 34 Figure 35 
Depress locking plate Releasing magazine components 


magazine housing 


follower 


Figure 36 Figure 37 
Removing the locking floor plate 10-round magazine components 
and spring 


4. Gradually allow the locking plate and magazine spring to expand out of the magazine body 
(see Figure 36). 

5. Remove the locking plate, magazine spring, and magazine follower from the magazine body. 
Figure 37 shows all the magazine components for 10-round magazines. 
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MAGAZINE ASSEMBLY 


Figure 38 Figure 39 
Insert the follower, spring, and Push the locking plate above the 
locking floor plate cutouts 


2 
“4 
Figure 40 Figure 41 
Insert the floorplate into the Ensure the tabs on the floorplate 
magazine body seat onto the cutouts 


ay 


. Place the magazine follower onto the magazine spring with the end of the spring positioned 
on the left of the follower. 

. Insert the follower and magazine spring into the magazine housing as depicted in Figure 38. 

. Place the locking plate (locking insert) onto the protruding end of the magazine spring so that 
the rounded corners face toward the front of the magazine. 

. Push the locking plate into the magazine housing against the pressure of the magazine spring 
and hold it there. (Figure 39) 

. On 10-round magazines, push the floorplate up onto the base of the magazine housing until 
the locking tabs engage in the sides of the housing. (Figure 40) 

. Check to see if the locking tabs on the floorplate are securely locked into the housing and the 
locking plate fits within the hole in the floorplate. (Figure 41) 
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On all magazines, check the magazine for proper assembly by ensuring that the follower slides 
up and down freely within the magazine body and with spring force. Also check that the follower 
rises within the magazine body to be nearly flush against the bottom of the feed lips. 


4 WARNING: The firearm is not empty or unloaded until the magazine is removed and the 
chamber is clear. 


FUNCTION CHECK 


It is essential that a function check be performed on the P30 pistol after reassembly to ensure 
that the firearm’s components have been correctly installed. 


LEM: 


1. 
2. 
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Ensure the P30 is CLEAR by performing a “Clearing Procedure” in Section 4. 

Ensure magazine is removed from the frame and rack the slide in quick succession about 
three to four times; the slide, although under tension from the recoil spring, should 
smoothly mover back and forth on the frame without binding or locking. Return the slide 
forward (in battery). 


. With an unloaded P30 and the muzzle in a safe direction, pull the trigger and dry fire the 


P30. The hammer shell should pivot forward to contact the firing pin. Continue to hold 

the trigger back to the rear and rack the slide and release. Release the trigger and allow the 
hammer shell to reset in the LEM mode. 

Pull the trigger again and the hammer shell should pivot forward and strike the firing pin. 


. With the slide forward seated in battery, insert an empty magazine in the magazine well. 


Pull back the slide and the slide should lock to the rear on an empty chamber. Push 
downward on either the left or right slide catch and the slide should return to battery (fully 
seated forward). 


DA/SA (with Decocker): 


1. 
2. 


Ensure the P30 is CLEAR by performing a “Clearing Procedure” in Section 4. 

Ensure magazine is removed from the frame and rack the slide in quick succession about 
three to four times; the slide, although under tension from the recoil spring, should smoothly 
move back and forth on the frame without binding or locking. Return the slide forward (in 
battery). 


. With an unloaded P30 and the muzzle in a safe direction, pull the trigger and dry fire the 


P30. The spurred hammer should pivot forward to contact the firing pin. Continue to hold 
the trigger back to the rear and rack the slide and release. Release the trigger and allow the 
spurred hammer to reset in the cocked single action (SA) mode. 


. Depress the decocking button on the left side of the frame next to the hammer. The spurred 


hammer should pivot forward but must not contact the firing pin. The spurred hammer is 
now in the double action (DA) mode. Pull the trigger again and the spurred hammer should 
pivot forward and strike the firing pin. 


Contact the Heckler & Koch Customer Service Department at 706-701-5554 or by email at 
cs@heckler-koch-us.com if you encounter any problems in attempting to disassemble, 
assemble, and/or conduct a function check on the P30 pistol 
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SECTION 6 CLEANING & MAINTENANCE 
CLEANING 


4 CAUTION: The service life and performance of your HK P30 pistol is dependent upon the correct 
handling and proper care by the operator. 


Materials Required - At a minimum, HK suggests the following materials to properly clean a P30 
Series pistol: 

¢ Cleaning rod with handle and patch holder 

e Nylon toothbrush 

e Bronze bristle bore brush (in the appropriate caliber) 

Cleaning patches (in the appropriate caliber) 

e Lint-free wiping rag 

° Cleaning solution/lubricant 

© Cotton swabs 


4\ CAUTION: Use safety goggles when using solvents and exercise care if using compressed air. 


Handgun cleaning kits are available from HK for thorough cleaning of pistols and other firearms. 
Visit the HK-USA webshop at www.hkwebshop.com or contact HK Customer Service. 


Cleaning Intervals - Normal and Major are the two types of operator cleaning for the P30 pistol. 
Normal Cleaning - Performed after each firing or every twelve (12) months, whichever comes first. 


Major Cleaning - Often referred to as “detailed cleaning.” Performed after the firing of 500 
cartridges or when the pistol is exposed to, or laden with: 

e sand 

e dust 

e water (especially saltwater) 

e other visible contaminants or foreign matter. 


Normal Cleaning 


4 CAUTION: Do not use a steel bore brush which can scratch the polygonal bore and reduce 
accuracy. 


Slide - 

¢ Gently scrub all internal surfaces of the slide using the nylon toothbrush moistened with 
solvent. 

e Remove all loose fouling from all surfaces of the slide using a rag and cotton swabs. 

Recoil spring assembly - 

e Remove all visible fouling using solvent, a nylon toothbrush or a rag and cotton swabs. 

Barrel (with locking block) - 

e Moisten a bronze bore brush with solvent and scrub the bore from chamber to muzzle at least 
six (6) passes, back and forth. 

e Remove the loose fouling from the bore using cleaning patches. 

¢ Gently scrub the exterior of the barrel and locking block with the nylon toothbrush moistened with 
solvent. 

e Remove all loose fouling from the exterior of the barrel using a rag and cotton swabs. 

Frame - 

© Gently scrub surfaces where carbon fouling is present using the nylon toothbrush moistened 
with solvent. Concentrate on the area normally covered by the slide. 

e Remove all loose fouling from all areas of the frame using a rag and cotton swabs. 


Magazine - 

¢ Gently scrub the top of the magazine, concentrating on the follower and feed lips, using the 
nylon toothbrush moistened with solvent. 

e Remove all loose fouling from all surfaces of the magazine using a rag and cotton swabs. 


Major Cleaning - Major Cleaning is the same as normal cleaning except that: 

e The magazine is disassembled for cleaning. 

e All parts should be rinsed with or immersed in solvent and thoroughly scrubbed with a nylon 
brush. The parts can then be dried using compressed air or with a rag and cotton swabs. 


A CAUTION: Use of ultrasonic cleaning machines can result in the unwanted removal of colored 
reference markings of the frame, extractor and safety lever (where applicable). Use of ultrasonic 
cleaning is normally not necessary or recommended when using standard ammunition in HK pistols 
with less than 10,000 rounds of service. All components should be thoroughly dried after being 
immersed in solvents of any kind before reassembly and all the firearm critical components should 
be lubricated in accordance with the applicable operator/maintenance instructions after being 
thoroughly dried. 


INSPECTION 


During and after cleaning, visually inspect the pistol and its components for any irregularities that 
may cause problems or stoppages during operation. Generally, you should keep a watchful eye 
out for the discrepancies listed below. 


Always clear the pistol before conducting your inspection! 
Check for: 

e Damaged or missing parts 
Improper assembly or function 
Absence of free movement, where applicable 
Absence of spring force, where applicable 
Unaccustomed looseness 
Parts exhibiting signs of cracks, burrs, dents, or obvious signs of damage or stress 
Presence of stops or tactile clicks, where applicable 
General overall cleanliness 
Presence of sufficient lubrication 
Presence of corrosion or degradation of surface finish 


4 WARNING: Do not alter any of the parts or components of the pistol or magazine, e.g., do not 
attempt to “improve” or make the pistol “better” by altering parts or components. Altering any parts 
or components of the pistol or magazine may cause serious injury or death, damage to the pistol, 
other damage to property, and voids its warranty. 


LUBRICATION 


Figure 42 — Lubrications Points (in red) 
The surfaces of the P30 pistol are treated with corrosion- and wear-resistant finishes. These 
surface treatments do not completely reduce the friction between moving parts, and it is 
recommended that a lubricant be applied to the pistol to ensure proper functioning. Any type 
of high-quality, medium-weight lubricant (oil) specifically designed for use on firearms will 
work well on a P30 pistol. Do not use lubricants that boast of their ability to penetrate metal as 
these substances may deaden primers. Figure 42 shows areas on the pistol requiring particular 
attention to lubrication. 


Where and How Much - 


No Lube - Surface is dry and not slippery to the touch. 
¢ All plastic and rubber components 
e Ammunition 
e Electronics (lights and optics) 


Light Lube - A finger run across the surface yields little or no lube. 
e Exterior of barrel 
e All metal parts 
e All internal parts in slide and frame 
e Magazine spring 
e Recoil spring assembly 
e P30 pistol metal magazine housing, where applicable 


Medium Lube - A finger run across the surface yields some lube, but lube does not run down sur- 
face when it is held in a vertical position. 

° Barrel locking block 

e Slide rails and grooves 

e All operating controls 

e Frame guide rails 

e Extractor 

e Firing Pin Safety 
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Heavy Lube - Lubrication runs down the surface when it is held in a vertical position. 
No heavy lube is required on P30 pistols. 


Re-apply lubricant periodically during firing as it burns off from the heat. Apply lubricant using a 
cleaning brush, cotton swabs, patches, or a rag. A spray bottle of lubricant also works well when 
using compressed air to circulate the lubricant into all parts and to remove the excess from the 
pistol. 


TROUBLESHOOTING PROBLEMS AND REPAIR 
Common causes of problems that are often overlooked include: 


e Fouled or improperly lubricated pistol 
¢ Bad ammunition 

e Damaged magazines 

© Operator error 


If your P30 pistol still fails to function, please contact HK Customer Service at 706-701-5554. 
Law enforcement users, contact your unit armorer or HK Customer Service. 


NOTE: If after reviewing this manual you still have questions, please contact HK Customer 
Service at 706-701-5554 or by email: cs@heckler-koch-us.com. 


SECTION 7 LOCK-OUT DEVICE 


P30 Series pistols are equipped with a patented HK Lock-Out™ device. This component is 
located inside the magazine well, in the bottom of the frame. When engaged, it locks the 
pistol’s action by blocking any movement of the trigger, the hammer, and the slide. The pistol 
is locked and cannot fire until unlocked. The Lock-Out control plate is accessible through the 
pistol’s magazine well (see Figure 43). 


Figure 43 
Turning the key clockwise 1/4 turn locks the action, 
turning it counter-clockwise unlocks the action. 


Clear the pistol and dry fire it prior to activating the Lock-Out device. Use the two pronged key 
supplied with the pistol to lock or unlock the pistol as desired. When the holes on the Lock-Out 
device are horizontally positioned, the pistol is locked and cannot be fired (see Figure 44). 


Figure 44 Figure 45 
Locked position Unlocked/fire position 


When the holes on the Lock-Out device are vertically positioned, the pistol is unlocked and can 
be fired (see Figure 45). 


4 WARNING: The HK Lock-Out device is not a substitute for safe gun handling practices. Never 
point the muzzle of the pistol in an unsafe direction (at yourself or others). When the Lock-Out 
device is placed in the locked position, the slide is locked in the closed position and cannot 
be moved! Forcing the slide rearward while the Lock-Out device is in this locked position will 
damage the pistol. 


For more information contact HK Customer Service. 


Ay CAUTION: If after reviewing this manual you still have questions, please contact HK 
Customer Service at 706-701-5554 or by email: cs@heckler-koch-us.com. 


30 


SECTION 8 P30 ACCESSORIES 


RAIL MOUNTED ACCESSORIES 


All P30, P30L, and P30SK models have MIL-STD-1913 (Picatinny) rails molded into the front, 
lower portion of their frame (dust cover). This rail allows the operator to mount a wide variety 
of lights, lasers aimers, and additional accessories to the handgun by means of the simple and 
proven Picatinny interface system (see Figure 46, 47, 48). 


Figure 46 — Accessory weapon Figure 47 — Accessory weapon 
light mounted on P30 light mounted on P30SK 


To avoid damage to the accessory and the P30 pistol, carefully follow the instructions of the 
manufacturer for installing, operating, and removing accessories from the mounting rails. 
Always ensure the P30 pistol is “clear” and unloaded before installing or removing accessories. 
Clearing procedures can be found in Section 4. 


A CAUTION: Weight of any frame (dust cover) mounted accessories should not exceed 5.64 
ounces (160 grams) to ensure reliable function. 


Most lights, laser aimers, and similar accessories are installed by sliding them onto the front 
of the rail system while depressing a locking mechanism or clipping them on from the bottom. 
Again, follow the installation instructions of the accessory manufacturer. If encountering 
difficultly, please contact HK Customer Service at 706-701-5554 to avoid damage to the pistol 
or the accessory. 


Figure 48 — Installing accessory onto the rails 
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4\ CAUTION: Improperly designed or installed accessories may result in damage to the rail system 
and/or the pistol. Such damage is not covered under warranty. Be certain to use only HK approved 
accessories and follow installation and precautions carefully. 


Threaded barrels (9 mm only) are available for the service-sized 9 mm P30 and 9 mm long slide 
P30L. They can be easily installed in P30, P30S, P30L, and P30LS models. These barrels will 
not fit P30SK models. 


Figure 49 
P30 - 4.4 IN M13.5x1 LH Thread (HK ID# 234391) 
P30L - 5 INM13.5x1mm LH thread (HK ID# 229792) 


MAGAZINE LOADER AND OTHER ACCESSORIES 


An HK pistol magazine loader is also available as an accessory. The magazine loader (HK article 
number 217 830) makes loading of all P30 magazines easier and more convenient. Different 
capacity P30 magazines are also available, as are various sights, including tritium night sights. 


Figure 50 — HK magazine loader for the P30 


HOLSTERS 


Several major holster manufacturers make holsters and magazine carry pouches especially for 
HK P30 Series pistols. Contact the holster manufacturers for specific information on the style, 
model, and pricing of P30 holsters. 


A partial list of holster manufacturers that make models that accommodate P30 Series pistols 
follows and is available on the HK-USA webshop us.hkwebshop.com 


Aker International, Inc. 

2248 Main St., Suite 6 

Chula Vista, Ca 91911 

(619) 423-5182 or (800) 645-2537 
www.akerleather.com 


Blackhawk 

6160 Commander Parkway 
Norfolk, VA 23502 

(757) 436-3101 

www. blackhawk.com 


Blade-Tech Industries 
5530 184th St E, Suite A 
Puyallup, WA 98375 
(253) 655-8059 
www.blade-tech.com 


Bianchi 

3120 E. Mission Blvd. 

Ontario, CA 91761 

(909) 923-7300 or (800) 347-1200 
www. bianchi-intl.com 


Brigade Gun Leather 

33301 Osawatomie Rd 
Osawatomie, KS 66064 
(913)755-3139 
www.brigadegunleather.com 


Comp-Tac 

P.O. Box 1809 

Spring, Texas 77383-1809 
(281) 209-3040 
www.comp-tac.com 


DeSantis Holster & Leather Goods Co. 


431 Bayview Avenue 

Amityville, NY 11701 

(631) 841-6300 or (800) 424-1236 
www.desantisholster.com 


Don Hume Leathergoods 

500 26th Street NW 

Miami, OK 74354 

(918) 542-6604 or (800) 331-2686 
www.donhume.com 


Eagle Industries 

1000 Biltmore Drive 
Fenton, MO 63026 

(888) 343-7547 
www.eagleindustries.com 


Fobus Holsters and Pouches 
780 Haunted Lane 

Bensalem, Pa 19020 

(267) 803-1517 
http://www.fobusholster.com 


Galco International 

2019 West Quail Avenue 

Phoenix, Arizona 85027 

(623) 434-7070 or (800) 874-2526 
www.usgalco.com 


Gun Gear 

P.O. Box 9417 
Bend, OR 97708 
(541) 388-3984 
www.gungear.com 


Uncle Mike’s 

9200 Cody 

Overland Park, KS 66214-1734 
(913) 752-3400 or (800) 423-3537 
www.uncle-mikes.com 


Safariland 

3120 E. Mission Blvd. 

Ontario, CA 91761 

(909) 923-7300 or (800) 347-1200 
www.safariland.com 


SpetzGear 

135 S. Pintado Drive 
Diamond Bar, CA 9765 
(909) 802-5055 
www.spetzgear.com 
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SECTION 9 WARRANTY 


WARRANTY REGISTRATION 
New HK firearms are covered by Heckler & Koch’s Limited Lifetime Warranty. Warranty registration is now on- 
line. To register your new HK firearm, go to: 


http://hk-usa.com/warranty/register.html 


If you don’t have access to the internet, contact HK Customer Service, 5675 Transport Boulevard, Columbus, 
Georgia 31907, TEL: 706-701-5554. 
EMAIL: cs@heckler-koch-us.com to obtain a warranty registration form or card by mail. 


HECKLER & KOCH, INC. LIFETIME LIMITED WARRANTY 

All new Heckler & Koch Inc. firearms purchased after January 1, 1998, are warranted to the original retail 
purchaser only for the lifetime of the said original retail purchaser. In the event that this original retail 
purchaser, at the time of the original purchase, shall donate this firearm to another person, the donee must 
be listed on the warranty card (or donee’s name must be submitted during the online warranty registration), 
and the warranty card must be returned at that time to Heckler & Koch Inc. Heckler & Koch Inc. does not 
guarantee or warrant that any, all, or some donations or gifts are valid and compliant with all applicable 
laws, regulations, and ordinances. Heckler & Koch Inc. is not responsible or liable in any way for a donation 
or gift that does not comply with applicable laws, regulations, and ordinances. It is the responsibility of 
the original retail purchaser and the donee or recipient to ensure that any such transfer complies with all 
applicable laws, regulations, and ordinances. 


Upon completion of the online warranty registration or receipt of the warranty card indicating the name of 
the said donee, this warranty shall be extended to the lifetime of the said donee. This warranty applies only 
if the firearm was imported into the United States and distributed by Heckler & Koch Inc. to an authorized 
dealer. 


What Will We Do? 

Heckler & Koch Inc. will, at its option, repair or replace without charge any Heckler & Koch Inc. firearm that 
fails due to a defect in materials or workmanship. Parts and labor are included. Repairs are warranted for the 
duration of the warranty. If Heckler & Koch Inc. replaces a firearm under this warranty; you will receive a new 
warranty. Heckler & Koch Inc. will return your firearm to you normal surface freight prepaid. Handguns will be 
shipped next or second-day air delivery. 


How to Obtain Service: 

Contact Heckler & Koch Inc. via phone at (706) 701-5554 or email at CS@Heckler-Koch-US.com for a Return 
Authorization Number before sending your firearm freight prepaid to Heckler & Koch Inc. at the address listed 
below. No C.O.D. shipments will be accepted. 


Only the existing Heckler & Koch Inc. Service Center or any other authorized Heckler & Koch Inc. Service 
Center that may be established by Heckler & Koch Inc. shall be authorized to make warranty repairs. 


Return the complete, unloaded firearm with a detailed description of the problem using Heckler & Koch, Inc’s 
Return Form. DO NOT send any live ammunition with the firearm. If you must send ammunition to us for 
proof purposes, be sure that it is sent separately from the firearm. 


We strongly recommend that you return a properly completed warranty registration card or complete the 
online warranty registration at (https://hk-usa.com/warranty/registration/) to establish eligibility for warranty 
service. If you do not return a warranty card or an acknowledgment of online warranty registration to Heckler 
& Koch Inc., you are required to provide adequate proof of the date that you purchased your new Heckler & 
Koch Inc. firearm at the time you send your firearm to Heckler & Koch Inc. warranty service. 


In the event that this firearm was given as a gift at the time of original purchase, the warranty card/online 
warranty registration with the name of the donee must be provided to Heckler & Koch Inc., in order for the 
warranty to become effective. 


Note: Non-warranty servicing must follow the same shipping procedures as stated above. 


HK firearms with a valid Return Authorization Number should be shipped to the following address in 
accordance with these instructions: 
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Heckler & Koch, Inc. 

Attn: Service Department/RA# 
5675 Transport Blvd. Suite 200 
Columbus, GA 31907 USA 


Any information gathered in connection with a Heckler & Koch Inc. lifetime limited warranty shall be 
used for that purpose and may be used for other legitimate business purposes of Heckler & Koch Inc. 
For further information, please review Heckler & Koch Inc.’s Privacy Policy, located at https://hk-usa. 
com/cookie-policy-us/. 


What Is Not Covered? 

This warranty does not cover defects or damage caused by: (1) unreasonable use; (2) failure to provide proper 
care or maintenance; (3) failure to comply with instructions in the owner’s manual including improper installa- 
tion of original Heckler & Koch Inc. parts by the owner or his agent; (4) normal wear and tear for the degree of 
use; (5) rust or corrosion; (6) obstructions in the barrels; (7) excessive use; (8) finish on the slide. 


Heckler & Koch Inc. reserves the right to determine what constitutes the unreasonable or excessive use of the 
firearm. 


All wooden parts and all accessories are excluded from warranty coverage. 


This warranty does not cover any claims made by the second or subsequent owner of a Heckler & Koch Inc. 
firearm as stated above. 


ANY UNAUTHORIZED ALTERATION OR MODIFICATION OF THE FIREARM OR USE OF PARTS OR COMPONENTS NOT 
ORIGINALLY MADE BY HECKLER & KOCH INC. MAY VOID THIS WARRANTY. HECKLER & KOCH INC. MAY NOT BE 
RESPONSIBLE FOR ANY CLAIMS INVOLVING THIS FIREARM THAT RESULT FROM THE USE OF FAULTY, NONSTAN- 
DARD, REMANUFACTURED, OR RELOADED AMMUNITION OR AMMUNITION NOT MANUFACTURED TO NATO, CIP, 
AND/OR SAAMI SPECIFICATIONS. 


Under no circumstances shall Heckler & Koch Inc. be responsible or liable for incidental or consequential 
damages with respect to loss of use, loss of business or profits, other economic loss or injury to property, 
whether as a result of breach of express or implied warranty, negligence or otherwise. This Lifetime Warranty 
applies only to retail purchases by individuals through an authorized Heckler & Koch Inc. dealer. 


Exclusions 

This lifetime warranty explicitly excludes firearms purchased by the United States military, government institu- 
tions or agencies of the United States or any of its constituent states and territories, law enforcement agencies 
of the United States or any of its constituent states and territories, and/or security organizations located 
within the United States or any of its constituent states and territories. Firearms purchased by these entities 
and organizations for duty issue to their personnel and/or employees are covered by a one-year limited war- 
ranty against material defects and workmanship or as agreed upon in a valid contract. 


This lifetime warranty also excludes rimfire .22LR rifles and pistols, which are covered by a one-year warranty. 


Some states do not allow the exclusion or limitation of incidental or consequential damages, so the above 
imitations or exclusions may not apply to you. This warranty gives you specific legal rights, and you may also 
have other rights, which vary from state to state. This limited warranty is the only express warranty by Heckler 
& Koch Inc. 


Heckler & Koch Inc. authorizes no dealer or any other person to vary the terms of this warranty or make any 
other express warranties. 


Where to Get Further Help 
f you have questions concerning this warranty, please contact Heckler & Koch’s Customer Service Department 
at: 


5675 Transport Blvd. 

Columbus, GA 31907 

Customer Service: (706) 701-5554 
Email: cs@heckler-koch-us.com 
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SECTION 10 PARTS LIST (P30 MODELS) 


Item Description Identification No. Item Description Identification No. 
1 Barrel (9 mMX19)........... cece eee 229931 Grip shell, right (SizeL)............0. 234307 
Barrel (40 SQW) ........... eee ee eee 229751 40 Back Strap, (size M)..........-.0-00ee 234302 
2-5 Recoil Spring Complete (9 mmx 19) ....234319 Back strap (Size S)...........-e eee eee 234299 
Recoil Spring Complete (.40 S&W)...... 229844 Back strap (Size L) .. 2... eee eee eee 234305 
2 Recoil Spring guide rod............... 234310 41 Backstrapipininsccscc cia cnveaeewsas 50978170 
3; Stop Sleeve. .csiccesvevieveievenes 50215932 42 Magazine release spring............ 50215929 
4 Recoil Spring (9mmx19)...........-. 215852 43 Magazine release.................. 50234296 
Recoil Spring (40 S&W) ............ 50215830 44 Slide release spring................ 50214171 
5 Recoil Spring stop disc ............. 50215831 45 Slide release left (P30 V1 and V3) ...... 202805 
6 Slide (9 MMX19)........ cece eee eee 229877 45.1 Slide release left (alt) (P30 SV3)........ 227722 
Slide: C40. SRW)... cscsecdavees sven 229773 46 Slide release right (P30 V1 and V3)..... 202806 
7 Front sight, height 5.9mm ............ 227711 46.1 Slide release right (alt) (P30 SV3)....... 227723 
7.1 Front sight, height 6.1 mm......... 50234327 47 Safety lever (P30 SV3)............0008 227814 
7.2. Front sight, height6.3mm.......... 51001085 48 Safety lever pin (P30LSV3)............ 982783 
7.3 Frontsight, height6.5mm............ 234329 49 Detent pin spring (P30 SV3) ........... 209478 
7.4 Front sight, height 6.7 mm............ 234386 50 Detent pin (P30 SV3)...........000 0 234316S 
7.5 Front sight, height6.9mm............ 234387 Magazine 9 mm 15 Round (9 mmx 19) .. 234316 
8 ReabSIgNtiincsimaactewo~naay 51001048 Magazine .40 S&W 13 Round 
9 Extractor: bolt cc siaséysiacdtssssteswnajaceca-ays 50209294 C40 SEW)is sess igaainide devas od 229845S 
QO: JExtractOnsSpring ss scsic sesame seen 50218315 51 Magazine housing (9 mmx19)......... 234318 
1 EXtiaCtOhs cisice ded caaeteudada cadens s 218314 Magazine housing (.40 S&W).......... 229774 
2 Extractor and mag. release pin (3x) .. .50988891 52 ROM OWOR es cesstcs nasessctia-a bresiece axes anaes 215836 
3 Firing pin spring................005 50215822 53 SPN sta wea eecteens Gosia whee a ie se 215118 
4 FUT S PUMasisa cemais anand Sie s aes. aera 234654 54 Locking platessssicssacees crease was s 215844 
5 Firing pin safety spring ............... 209962 55 FLOOR Plates. ssacisiesv aes eecgacas ee Sane. 234298 
6 Firing pin safety................00. 50209313 Magazine 9mm 10 Round ........... 229750S 
7 Frame (P30V4) is iccesireeasaoasiea das 234294 Magazine .40 S&W 10 Round 
Fratie (P30'V3).0+ cascan cnstoeacsas oa 234388 CAO SSW) ncaciiee askin dcantiaseueas 229970S 
Frame (P30'SV3). sc ascanemeseewnceas ec 227832 56 Magazine housing 9mm 10 Round...... 215848 
Bi- “WSS Pia scsi scare) oan exssbcd.aiav ete dee 50214154 Magazine housing 9mm 15 Round...... 234318 
De MIS SORe t eccs sacar pee nests atece. nen seers 234297 Magazine housing .40 S&W 10 Round ..215833 
20: MMSSenSPMNS in sec wscsiuneneeetaes a 234389 Magazine housing .40 S&W 13 Round ..229774 
21 Leaf spring for catches.............. 50214167 57 “FOUOWER sicsesiniiatGicatamscameataies 215836 
22 Trigger bar detent spring.............. 209270 58 Spring 9mm 10 Round................ 214850 
23 “Trigger bar detent.................... 209269 Spring 9mm 15 Round................ 215118 
24 “Triggerbal sacsasscaccnsnssmvaseas cn 207331 Spring .40S&W10 Round ............ 214821 
25 Hammer axle (P30 V1 and V3) ......... 209272 Spring 40 S&W 13 Round ............ 215118 
25.1 Hammer axle with safety lever 59 Locking plate 9mm 10 Round.......... 215850 
(P30'SV3) iisscia sto ae a nenae awa aes 227813 Locking plate 9mm 15 Round.......... 215844 
26 Release catch and the decocking lever Locking plate .40 S&W 
(P30 V3 ald SV3)' «asc cncaia canvases 209261 TOMROUNG sie. bss esiasdicstchgtrwtacaus meets cree 215835 
26.1 Release catch (P30 V1) ..........00005 209320 Locking plate .40 S&W 
27 Hammer Catch eas s ise seatacsatieawed 209273 TB: ROUNG 5-5 sais as-sedveaueracnmrotnaenartes 4 a2 215844 
28 Control Lever (P30 V1)...........00005 209274 60 Floor plate 9mm 10 Round............ 227947 
28.1 Control Lever (P30 V2)...........000 ee 234487 Floor plate 9mm 15 Round............ 234298 
28.2 Control Lever (P30 V3)...........000 ee 227812 Floor plate .40 S&W 10 Round......... 229971 
29 PII Zass sacks Gecans, cna erty eacwesa tage nas bagre nmiarese 234758 Floor plate .40 S&W 13 Round......... 234298 
30 Disconnector (P30 V1 and V3) ......... 209271 61 Magazine 9mm17 Round .......... 50255803 
Disconnector (P30 SV3)............005 229804 
31 Hammer (P30 V1).........000 ee ee eeee 209321 
31.1 Hammer (P30 V3 and SV3)............ 209327 
32 Cocking piece (P30 V1)............-.. 209265 
33 Elbow spring for hammer (P30 V1)...... 209275 
34 Hammerspringrod................0. 209312 
35 Hammer spring (P30 V1)..........-. 50214695 
Hammer spring (P30 V3 and SV3) ....50214300 
Lock-out Device/Gun Lock Complete .... 234664 
36 Bearing for Gun lock/Grip Insert........ 234295 
37 Plt -scteupceseuctesttaxapctcanemnectas atraasen ae 50970074 
38 Grip Shell, left (sizeM) .............-. 234303 
Grip shell, left (size S).............-2. 234300 
Grip shell, left (sizeL) .............02. 234306 
39 — Grip Shell, right (size M) ............-. 234304 
Grip shell, right (size S)............... 234301 
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Figure 51 
Exploded Diagram (P30 Models) 


PARTS LIST (P30L MODELS) 


Item Description Identification No. — Item Description Identification No. 
1 Barrel (9 mMX19)..........0 cece eee 227713 Grip shell, right (sizeL)............... 234307 
Barrel (.40 SQW) .......... cece eee eee 229944 40 Back Strap, (size M)..............0005 234302 
- Threaded Barrel (9 mmx 19)........... 229792 Back strap (Size S)............00 ee eee 234299 
2-5 Recoil Spring Complete (9 mm x19) ....227845 Back strap (size L) ............0- eee ee 234305 
Recoil Spring Complete (.40 S&W)...... 229947 41 Backstrap pin 50978170 
2 Recoil Spring guide rod............... 227714 42 Magazine release spring............ 50215929 
3 STOP SIECVE iia. bisa sdapedsaednmareieiane & 223275 43 Magazine release.................. 50234296 
4 Recoil Spring (9 mmx19)............. 215852 44 Slide release spring................ 50214171 
Recoil Spring (.40 S&W) ............ 50215830 45 Slide release left (P30LV1 and V3) ..... 202805 
5 Recoil Spring stop disc .............. 223275 45.1 Slide release left (alt) (P30LSV3)....... 227722 
6 Slide (9 mMMX19)........ ec cece eee eee 227712 46 Slide release right (P3O0LV1 and V3) ....202806 
SlideC40' SRW) ess nsaoawswis ocaaay 229946 46.1 Slide release right (alt) (P30LSV3)...... 227723 
7 Front sight, height 5.9mm............ 227711 47 Safety lever (P30L SV3)............005 227814 
7.1 Front sight, height6.1mm.......... 50234327 48 Safety lever pin (P30L SV3)...........- 982783 
7.2 Front sight, height6.3mm......... 51001048 49 Detent pin spring (P30L SV3) .......... 209478 
7.3. Front sight, height6.5mm............ 234329 50 Detent pin (P30L SV3)...........--00- 209477 
7.4 Front sight, height6.7mm............ 234386 Magazine 9mm 15 Round ........... 234316S 
7.5 Front sight, height6.9mm............ 234387 Magazine .40 S&W 13 Round 
8 Redf SiGhtins ct sia.as bce te des oaae 51001048 340 SRW) sai amid oF a a awe edie sew elds 229845S 
9 Extractor bolt s:ic.icdcedsseaeas-ort5 50209294 51 Magazine housing (9 mmx19)......... 234318 
10 ‘Extractor spring 50218315 Magazine housing (.40 S&W).......... 229774 
11 EXUDE GEOR ois 2, aye.sierhs die eyacaunt sys wtovais Mardy 218314 52 FOUOWER aciisns nas ca ond atisirans oes aw 215836 
12 Extractor and mag release pin (3x)... 50988891 53 PMU sist cpu as'scdove aacesanecnaiereeaty Gareetece-g. 6 215118 
13 FIFI! PIN:SPTINGS ss. 6 sceie ied s wos dc gone ecsiene 50215822 54 Locking plate ............ eee eee eee ee 215844 
14 FINNS: PiNsiss cess coe weadaieisiwd siete cade 234654 55 FOOL Plate: isis inatsidis:<secaparerei ie brave, a86i%oss 234298 
15 firing pin safety spring................ 209962 Magazine 9mm 10 Round............ 229750S 
16 Firing pin safety..............2.06, 50209313 Magazine .40 S&W 10 Round......... 229970S 
17 Frame (P3OLV1)........ cece eee eee 227546 56 Magazine housing 9mm 10 Round...... 215848 
Frame (P3OLV3)........ceeeeeeeeeeee 227858 Magazine housing .40 S&W 10 Round .. 215833 
Frame (P30L SV3).... 0... e cece e eee eee 229942 57 FOOWEM sosssisis acseanceeee aisies winine wie cdvas 215836 
18 SOOT PIN ics cscs scaitiece desea. denareconsts 50214154 58 Spring 9mm 10 Round................ 214850 
19: TIS OOK cssepu sss earned araransagsevecniteonn ete eae 234297 Spring 9mm 15 Round................ 215118 
20 FIQSOR SPINE: es Escasccsceslass Arcee a ah eee 234389 Spring .40 S&W 10 Round............. 214821 
21 Leaf spring for catches.............. 50214167 Spring .40 S&W 13 Round............. 215118 
22 rigger bar detent spring.............. 209270 59 Locking plate 9mm 10 Round.......... 215850 
23 rigger bar detent ................0.. 209269 Locking plate 9mm 15 Round.......... 215844 
24 TEEr DAM ssa crs sccesnomeanns cena 207331 Locking plate .40 S&W 
25 Hammer axle (P30LV1 and V3) ........ 209272 VOVROUNG! s.5.00crseandya deus eae oeran 215835 
25.1 Hammer axle with safety lever Locking plate .40 S&W 
P3OLSV3) ics sicaile-s aressect sabes baaseisenea 227813 1S ROUNG! ae vp cae set Scasaneswen ae 214844 
26 Release catch and the decocking 60 ‘Floor plate 9mm 10 Round ............ 227947 
ever (P30 V3 and SV3) .............4- 209261 Floor plate 9mm 15 Round............ 234298 
26.1 Release catch (P30LV1) ............0. 209320 Floor plate .40 S&W 10 Round......... 229971 
27 Hammer Gatch ses sic-c dseierecie59 o.acnes 209273 Floor plate .40 S&W 13 Round......... 234298 
28 Control Lever (P3OLV1)...........0005 209274 61 Magazine 9mm17 Round .......... 50255803 
28.1 Control Lever (P3OLV2)..........00005 234487 
28.2 Control Lever (P30LV3)..........00005 227812 
29 Pitigttcessstahinss aetna, seddssaraamstane nas eet 234758 
30 DISCONNE CON sa sieics Geese ek ieaanadaiee 229804 
31 Hammer (P30LV1)....... 0.00 e eee 209321 
31.1 Hammer (P30LV3 and SV3)........... 209327 
32 Cocking piece (P30LV1) .............. 209265 
33 Elbow spring for hammer (P30) V1) ..... 209275 
34 Hammer spring rod ...............00 209312 
35 Hammer spring (P30LV1)............. 214695 
Hammer spring (P30L V3 and SV3). .. .50214300 
Lock-out Device/Gun Lock Compl. ....50234664 
36 Bearing for Gun lock/Grip Insert........ 234665 
37 PIMs ssnpsresapee cory akc ees ata % Gaaseeey 50970074 
38 Grip Shell, left (size M) ..............- 234303 
Grip shell, left (Size S)...............- 234300 
Grip shell, left (size L) ................ 234306 
39 Grip Shell, right (size M) .............. 234304 
Grip shell, right (size S)............... 234301 
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Figure 52 
Exploded Diagram (P30L Models) 
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PARTS LIST (P30SK MODELS) 


Item Description Identification No. Item Description Identification No. 
d Barrel (9 mMX19)........... cece e eee 207120 41 Magazine release spring............ 50215929 
2 Recoil Spring Complete (9 mmx 19)..... 226221 42 Magazine release...............-.005 223522 
3 Slide 9 MMX19).. .csccceveccew eae 50247150 43 Slide release spring................ 50214171 
4 Front sight, height 5.9 mm ............ 227711 44 Slide release left (P3O0SKV1...............00. 
4.1 Front sight, height 6.1mm.......... 50234327 NVI) sana saison otecain ve ced, sre Siararee. a isin ow 202805 
4.2 Front sight, height 6.3mm.......... 51001085 44.1 Slide release left (alt) (P30SKS V3)...... 227722 
4.3 Front sight, height6.5mm............ 234329 45 Slide release right (P30SK V1and V3) ...202806 
4.4 Front sight, height 6.7 mm............ 234386 45.1 Slide release right (alt) (P30SKS V3) ....227723 
4.5 Front sight, height6.9mm............ 234387 46 Safety lever (P30SKSV3)............. 227814 
5 R@AarSighitts sss cssgec comes eden ete 51001048 47 Safety lever pin (P30L SV3).........-.. 982783 
6 Extractor bolts... igsass §s:esdbaisrasetayacerd-a 50209294 48 Detent pin spring (P30SKS V3)......... 209478 
7 Extractor spring 50218315 49 Detent pin (P30SKS V3) .............. 209477 
8 EXCITA GEOR Sas. 6.5 cs ucebneus areannas Maras 218314 Magazine 9mm 10 Round ........... 223515S 
9 Extractor and mag release pin (3x)... .50988891 50 Magazine housing................... 207162 
0 Firing pin spring................... 50218522 51 FOUOW ON se siscscs. ti scosa lnydisad as ssbcasg a hese 215836 
1 FINS PINs ssisaceseesacne «mpgaata senses eats 229993 52 SPM hs ksh see acess Se Aiea are a ress 207218 
2 Firing pin safety spring ............... 209962 53 Insert/Locking plate.............-..-. 202693 
3 Firing pin safety.................0. 50209313 54 Floor plate: ssjiscssaveteenisuwancess« 234298 
4 Drop safety spring................0.. 229992 - Extended floor plate ................. 239284 
5 Diop Safety sicee a issrmayrsccasseateantaanes 229991 
6 Drop Safety PiN.is + csiiecwesw owe sass 973112 
7 Frame (P30SKV1) .......... ee eee eee 245265 
Frame (P30SKV3) is ies css nesasvaaces 245266 
Frame (P30SK SV3) ...........0e000ee 245267 
8 TMSSOh PINs aes ctmsinarenees 50214154 
9 TMS SOh i ses r eh antodmemee ate ee es 234297 
20 THIS SOK SPHINN. 6c5: 3: die-ayecdce: aoiwreielsecandiose-e 234389 
21 Leaf spring for catches.............. 50214167 
22 Trigger bar detent spring.............. 209270 
23s‘ Trigger bar detent ................... 209269 
24 “TWiggerbar sce ies eeiwesaaay eee 207331 
25 Hammer axle (P30SK V1 and V3)....... 209272 
25.1 Hammer axle with safety 
ever (P30SK SV3) ..... 2... cece eee 227813 
26 Release catch and the decocking 
ever (P30SK V3 and SV3)............. 209261 
26.1 Release catch (P30SKV1)...........0. 209320 
27 Hammer Catch 33.5 svsuiwcnseveswasas da 209273 
28 Control Lever (P3OSKV1)...........005 209274 
28.1 Control Lever (P30SKV2)..........000 234487 
28.2 Control Lever (P30SKV3).........00005 227812 
29 Pts see's cesrince te iaesserece wrecnsenes uae dee darana Resi eroee 234758 
30 DISCONMOGCOM ci5.d55-4:a¢. anaes eipreidejectennjonge 229804 
31 Hammer (P30SKV1) ..............05- 209321 
31.1. Hammer (P30SK V3 and SV3).......... 209327 
32 Cocking piece (P30SKV1)............. 209265 
33 Elbow spring for hammer (P30SK V1)... . 209275 
34 Hammerspringrod................0. 207121 
35 Hammer spring ............--000000 207122 
Lock-out Device/Gun Lock 
COM Plelersassntivis. 5 -F:ieoeecrasawnseres Votes 226222 
36 Bearing for Gun lock/Grip Insert........ 223521 
37 Grip Shell, left (sizeM) .............-. 223506 
Grip shell, left (sizeS)................ 223503 
Grip shell, left (sizeL) .............02. 223509 
38 Grip Shell, right (size M) ............-. 223507 
Grip shell, right (size S)............-.. 223504 
Grip shell, right (sizeL)............-.. 223510 
39 Back Strap, (SIZED)... side siaieasane« 223508 
Back strap (Size S)........... eee eee ee 223502 
Back strap (size M) ............00000e 223505 
40 Backstrapipin:.sosscsicse scacacswes cs 50978170 
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Figure 53 
Exploded Diagram (P30SK Models) 


Weapon Type Serial Number 


Number of Cumulative Total Maintenance 
Rounds Fired of Rounds Fired User’s Name & Remarks 
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Weapon Type Serial Number 


Number of Cumulative Total Maintenance 
Rounds Fired of Rounds Fired User’s Name & Remarks 
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HECKLER & KOCH 


HECKLER & KOCH 

5675 Transport Boulevard 
Columbus, Georgia 31907 

Tel: 706-701-5554 

USA Website: www.hk-usa.com 


This product can expose you to chemicals including lead, which is 
known to the State of California to cause cancer 

and birth defects or other reproductive harm. For more information 
go to www.P65Warnings.ca.gov. 
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